Demo

A module for Data Centric Storage in ns-3

Michele Albano*
Tiago Cerqueira*
Stefano Chessa

* CISTER Research Center
CISTER-TR-150408

2015/05/13
A module for Data Centric Storage in ns-3

Michele Albano*, Tiago Cerqueira*, Stefano Chessa

*CISTER Research Center
Polytechnic Institute of Porto (ISEP-IPP)
Rua Dr. António Bernardino de Almeida, 431
4200-072 Porto
Portugal
Tel.: +351.22.8340509, Fax: +351.22.8321159
E-mail: mialb@isep.ipp.pt, 1090678@isep.ipp.pt
http://www.cister.isep.ipp.pt
A module for Data Centric Storage in ns-3

Michele Albano, Tiago Cerqueira
CISTER, ISEP/INESC-TEC
Rua Dr. António Bernardino de Almeida 431
4249-015, Porto, Portugal
+351 228340502

Stefano Chessa
Department of Computer Science, University of Pisa
Largo B. Pontecorvo 3
56127, Pisa, Italy
+39 050 221 3122

ABSTRACT
Management of data in large wireless sensor networks presents many hurdles, mainly caused by the limited energy available to the sensors, and by the limited knowledge of the sensors regarding the topology of the network. The first problem has been targeted by the introduction of in-network storage of sensed data, which can save much communication energy. The second issue found some relief with the introduction of geographical protocols that do not need knowledge regarding the network at large. Data Centric Storage systems such as Q-NiGHT [1][2] assume that each sensor knows its own geographical location, and they use geographical routing such as

We propose a demo regarding geographical routing and data centric storage. We will show how to configure the simulator, how to run it, and we will give an overview of the code. After the execution of the simulator, we will use a custom visualizer to show the execution of store and retrieve operations in the network, and the routes taken by the packets. Finally, we will present statistics regarding node utilization both in terms of memory and execution of communication primitives.

The code of the simulator module will be delivered for the NS-3 review by the end of the summer. By the end of April 2015, the current state of the code will be available on: https://bitbucket.org/micheleISEP/qnight-ns3

ACKNOWLEDGMENTS
This work was partially supported by The Portuguese Agency for Innovation (ADI) under the ERDF (European Regional Development Fund) through COMPETE (Operational Programme Thematic Factors of Competitiveness), within project CarCoDe (ITEA2 Nr. 11037, QREN - SI I&DT Nr. 30345) and by FCT and the EU ARTEMIS JU funding, within project ref. ARTEMIS/0001/2012, JU grant nr. 332987 (ARROWHEAD).

REFERENCES